
The Ultimate 
Mini Bowling Experience

The ultimate in attractive mini bowling themes to match your center’s mood and “wow” your customers.
The ultimate on-lane experience for every customer, so they stay longer and play more.
The ultimate in quality, hassle free maintenance and operation leaving you more money to invest in other areas 
of your business.



SPECIFICATIONS (LANE PAIR)

Dimensions 
Standard length: 39’ - 11 1/8’’ (12169mm) Customized lengths available
Width with monitor posts: 9’ - 2 1/2’’ (2810mm)
Minimum Height Required: 8’ - 7 5/8” (2631mm)
Weight of a standard length unit: 5600lb (2545 Kg)

Electrical Requirements
Power Supply Requirement: 220-240 V, 50/60 Hz, Single Phase, 1200 W
Recommended one 15AMP circuit breaker per 2 Highway66 units (4 lanes)
Dedicated ground required for the pinspotters 

Multiple unit dimensions
Technical specifications subject 
to change without notice.
Images shown are for illustra-
tion purpose only and may 
differ from actual product.

 With monitor post

Inches Millimeter

1 Unit (2 lanes) 110-1/2” 2810

2 Unit (4 lanes) 218” 5540

3 Unit (6 lanes) 325-1/2” 8270

 With monitor post

Inches Millimeter

4 Unit (8 lanes) 433” 11000

5 Unit (10 lanes) 540-1/2” 13730

6 Unit (12 lanes) 648” 16460

DON’T WAIT ANOTHER MINUTE. 
ACCELERATE YOUR SUCCESS WITH HIGHWAY66.
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